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Model
Tank Capacity
Battery Voltage
Battery Capacity
Amp
Flow Rate
Max Pressure Max Pressure 
Charger 
Charging Time
Work Time 
Suction Length
Head of Delivery 
Net Weight 
Carton SizeCarton Size

HZ-3430-16/18/20
16L / 18L / 20L
12 V
8 A
2.2 A
3.1 L/min
80 psi80 psi
1.0 A
6 Hr
3.5 Hr
1.5 - 2 m
6 - 7 m
4.9 kg
380x210x495 mm380x210x495 mm

HZ-3432-18
18L (2 in 1)
12 V
8 A
2.2 A
3.1 L/min
80 psi80 psi
1.0 A
6 Hr
3.5 Hr
1.5 - 2 m
6 - 7 m
5.7 kg
405x200x540 mm405x200x540 mm

HZ-3431-20
 20L (Tubro)
 12 V
 12 A
 5.0 A
 7.5 L/min
 120 psi 120 psi
 1.7 A
 6 Hr
 2 - 4 Hr
 1.5 - 2 m
 6 - 7 m
 7 kg
400x215x490 mm400x215x490 mm

HZ-3440-16
16L (Manual)
     -
     -
     -
1.5 L/min
60 psi60 psi
     -
     -
     -
1.5 - 2 m
6 - 7 m
2 kg
360x180x513 mm360x180x513 mm

HZ-3430-16
HZ-3430-18
HZ-3430-20

HZ-3432-18 HZ-3431-20

HZ-3440-16

Professional Sprayer                   High Efficiency
Powerful Pressure                     Convenient in Operation

PLANT PROTECTION MACHINERY - SPRAYER
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Model
Power 
Voltage 
Material
Spray Distance 
Dim 
Gross Weight Gross Weight 

HZ-3430B
80 w
12 v
Plastic
8 m
640 x 220 x 140 mm
1.5 kg1.5 kg

PLANT PROTECTION MACHINERY - SPRAYER BLOWER


